
GA INDUSTRIES, a VAG Brand
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DRAWING NO. REV

DRAWN BY:

COMBINATION 

FIGURE 

NUMBER

AIR & VACUUM 

FIGURE NUMBER

AIR RELEASE 

FIGURE NUMBER

MAXIMUM 

WORKING 

PRESSURE

PRESSURE 

RATING

HYDRO 

TEST 

PRESSURE

955LF 935 925L 75 PSI 200 PSI 300 PSI

955F 935 925 150 PSI 200 PSI 300 PSI

SIZE INLET
AIR & VACUUM 

OUTLET

AIR RELEASE 

OUTLET

AIR & VACUUM 

DRAWING

AIR RELEASE 

DRAWING
A B C D

ASS’Y 

WEIGHT

2” X 1” 2” NPT 1” NPT
½” NPT EAV-7105 EAR-7008 32” 30” 4” 26” 155 lbs

2” X 2” 2” NPT 2” NPT

3” x 2” 3” NPT 2” NPT ½” NPT EAV-7109 EAR-7008 38” 32” 5½” 28” 175 lbs

3” x 3” 3” NPT 3” NPT ½” NPT EAV-7132 EAR-7008 38” 36” 5½” 32” 295 lbs

2/14/09 WJN

DUAL BODY SEWAGE COMBINATION AIR VALVE 

WITH BACKFLUSH ATTACHMENTS

FIGURES 955F, 955LF

2” NPT 

CLEANOUT 

PORT 

(PLUGGED) 

(TYP)

FLUSH VALVE     

½” BRONZE BALL 

VALVES

BLOW OFF VALVE          

1” BRONZE BALL VALVES

5 FT. RUIBBER HOSE 

WITH ½” QUICK 

CONNECTS

BRONZE ISOLATION 

BALL VALVES (TYP)
INLET

ALTERNATE AIR RELEASE 

FLUSH LOCATION
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